
EyeletEasy
Occhiellatrice Semi-Automatica

12 mm

Max. Punch diameter
Diametro max punzone

50-80 pz/min.

Automatic eyelet positioning
Posizionamento automatico

occhiello
Adatta anche per grandi dimensioni
Suitable also for large format

Ideale per occhiellare Banner in PVC
Ideal for eyelet PVCbanner

Ø12mm

NEW!

Punching Speed
Velocità di punzonatura



Model
Eyelet Easy

Product code
XEE.177

Punch diameters available
5,5-6-8-10-12 mm

Net weight
8 kg

Dimensions (l x p xh)
215x95x235 mm

Max eyelets in the feeding box
500 pcs

Body
Metal

Warranty
12 months

Modello
Eyelet Easy

Codiceprodotto
XEE.177

Diametri punzone disponibili
5,5-6-8-10-12 mm

Peso netto
8 kg

Dimensioni (l x p xh)
215x95x235 mm

Massino n. occhielli nella feeding box
500 pz

Struttura
In metallo

Garanzia
12 mesi

Semi-automatic eyeletingmachine with automatic eyelet
positioning and manual punch with an internal diameter
of 5,5-6-8-10-12 mm, ideal for eyeleting materials such
as banners, fabrics, flags.

Optional available
. Metal eyelets Ø 12 mm in packs of 1000 males
+ 1000 females

Occhiellatrice semi-automatica con posizionamento
automatico dell'occhiello e punzone manuale dal diametro
interno da 5,5-6-8-10-12 mm, ideale per occhiellare
materiali come banner, tessuti, bandiere.

Optional disponibili
. Occhielli in metallo Ø 12 mm in confezioni da 1000 maschi
+ 1000 femmine

Eyelet Easy-AB280421
Thisbrochurewill besubject tovariationsasit isunder revisionfor whichit isintendedSE&O.

Authorized Reseller

Technical Data - Dati tecnici

NB: Versione Bozza (B), i dati riportati
nella versione Bozza sono da confermare.


